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COMPATIBILITY LIST FOR
THE BIKETRAX GPS TRACKER

Wie verwenden?

Der passende BikeTrax flir deinen Motor ist griin markiert.
How to use? P &

1 Waihle zunachst deinen E-Bike Motor aus! 2
The matching BikeTrax for your motor is marked green.

First select your e-bike motor!

Comment utiliser ?
Hoe te gebruiken?

Choisis d‘abord ton moteur de vélo électrique !
Selecteer eerst je e-bike motor!

Le BikeTrax compatible avec ton moteur est surligné en vert.
De bijpassende BikeTrax voor jouw motor is groen gemarkeerd.

" . BikeTrax BikeTrax BikeTrax " . BikeTrax BikeTrax
‘E";:‘I:: ::::‘2: Bosch GEN 2/3 Bosch GEN 4 Bosch GEN 4 YA M A H A Wihle deinen S a——— .
(nicht smart) (smart) EBelliotoy Serie 1 Serie 2
BOSCH GEN2 Active Line v PW-45
Performance line CX (nicht smart) v v PW-SE
BOSCHGEN3 Active Line (ab 2018) v PW X
Active Line Pl
ctive Line Plus v PWseries TE
Performance line
v v PW X2
BOSCHGEN 4 Active Line v
PW X245
Active Line Plus v
PW
Cargo line 4
PW-X3
Performance line CX (nicht smart) 4 v
PW-S2
Bosch Cargo Line eBike System 2 (BES2) RV 4
PW-ST
Performance line CX (smart) 4
Performance line CX Race 4
Performance line Speed v Wihle deinen BikeTrax BikeTrax
q Brose Brose
E-Bike Motor Uni f fiir Specialized
Performance Line SX 4 niversa urSpecialize

brose

Drive S MAG (E01680/E06855)

Whle deinen BikeTrax BikeTrax BikeTrax Drive C MAG (E57028/E41219) v
. GIANT GIANT Shimano

E-Bike Motor Serie 1 Serie 2 Drive T MAG(E57026/E41222) v

Drive S-ALU(C9727) v
SYNCHDRIVE PRO 2020(X2) v

Drive C ALU (C79232/C97292 v
SYNCHDRIVE CORE 2.GEN(TE) v s )
SYNCHDRIVE PRO 2 v Bl s v
SYNCHDRIVE PRO (powered by Shimano) v i@ (SR, v

brose Specialized 1.2 v

13 v
Wihle deinen BilfeTrax
E-Bike Motor S 21 v
STEPS E5000 v
STEPS E5080 v Fiir individuelle Einbindung BleTiax

Universal

STEPS E5080-H v

Systemvoraussetzung:
SUE7S (Y v = Spannungsbereich zwischen 9-100 V/ v
STEPS E6110 v = Ausgangsleistung mind. 3 Watt.
STEPS E6180 v
STEPS E3002 v
STEPS E6012 v
STEPS E7000 v °
z powunity
STEPS EP8000 v




